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IMPACT-RESISTANT RACKS 270CC ENGINE 500-LB TOWING CAPACITY



ALTERRA 300

ENGINE & DRIVETRAIN
ENGINE TYPE Liquid-Cooled, Single Cylinder

DISPLACEMENT 270cc

DRIVETRAIN CVT

DRIVE SYSTEM 2WD Shaft Drive

FUEL SYSTEM Carburetor

GEAR SELECTION H/L/N/R

REAR DIFFERENTIAL Locked

STEERING & SUSPENSION
STEERING  Standard

FRONT SUSPENSION Double A-Arm with 5-in (12.7 cm) Travel

REAR SUSPENSION Swing Arm with 5-in (12.7 cm) Travel

BRAKE SYSTEM Dual front hydraulic disk, Single rear hydraulic disc

FOOT BRAKE Foot Operated Rear Brake

PARKING BRAKE Lockable Hand Lever

FRONT TIRES 22x7-10

REAR TIRES 22x10-10

WHEELS Steel

PERFORMANCE
TOTAL CAPACITY 400 lb (181.5 kg)

FRONT RACK 50 lb (23 kg)

REAR RACK 100 lb (45.5 kg)

TOWING CAPACITY 500 lb (227 kg)

DIMENSIONS
OVERALL LENGTH 72.6 in (184.5 cm)

OVERALL WIDTH 41.3 in (105 cm)

OVERALL HEIGHT 45.8 in (116 cm)

OVERALL WEIGHT (DRY) 517 lb (234.5 kg)

WHEELBASE 46 in (117 cm)

GROUND CLEARANCE 6.5 in (16.5 cm)

FUEL CAPACITY 3.2 gal (12 L)

HITCH Hitch Plate

COLOR OPTIONS
STANDARD COLORS Coyote Tan

FEATURES
INSTRUMENTATION Digital Multifunction Gauge

LIGHTING Dual Halogen Headlight and Dual Halogen Brakelight/Taillight

START METHOD Electric Start

WARRANTY 12 Months

ALTERRA PERFORMANCE.  
GREAT VALUE.
Designed as a lightweight powerhouse, the 
Alterra® 300 has a towing capacity of 500 
pounds, is equipped with impact resistant 
front and rear racks, and is built with class-
leading suspension for the ultimate ride. The 
Alterra name says it all with the promise of a 
class-leading load capacity, prime comfort and 
quality for an overall experience that exceeds 
expectations for a 2WD machine.

•  Impact-Resistant 50-lb. Front Rack  

and 100-lb. Rear Rack Capacity

•  Liquid-Cooled, 4-Stroke Single  

Overhead Cam, Gas Engine

•  Automatic CVT Transmission

•  Double A-Arm Front Suspension and 

Swing Arm-style Rear Suspension  

with 5-inch of Travel

•  Dual Halogen Headlights and Taillights

•  Shaft Drive

•  Low Range

KEY FEATURES
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Vehicles as photographed may include options not included on base model. WARNING: Arctic Cat ATVs can be hazardous to operate. For your safety, never ride on paved surfaces or public roads, and avoid excessive speeds. Never carry 
more passengers than the vehicle is designed for. All riders should always wear a helmet, eye protection, and protective clothing. Never engage in stunt driving, and avoid sharp turns. Riding and alcohol/drugs don’t mix. Arctic Cat 
recommends that all operators take a safety training course. For safety and training information, please see your dealer or call 1-800-887-2887). Arctic Cat ATVs are for operators age 16 years and older with a valid driver’s license. 
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